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1 . -previously presented; An apparatus for coaling a workplace with a coating sohnion, the 
appai s omprls 

a coaling chamber in which the workpicce is coated; 

a deformable coating solution supply container for supplying the coating solution 

to the coating chamber; 
a fluid connection fluidity connecting the coating chamber and the deformable 

coating solution supply container such that the coating solution is flowabk 

back and forth between the coating chamber and the deformable coaling 

solution supply container; ami 
wherein the deformable container is positionabie to a first elevation in relation to 

the coating chamber that results in the coating solution flowing into the 

coating chamber. 

2. (original ) The apparatus of claim 1 wherein the deformable coating solution supply container 
is constructed for deformation by manual manipulation. 

3. tea nee hod) 

4. (previously presented) The apparaius of claim 1 wherein the deformable coaling solution 
supply container is posibonable to a second elevation that results in the coating solution flowing 
from t'k. a ^ ,\ u„ ikn miHe coating solution supply container. 

5. (original; The apparatus of claim 1 and further including a mechanism that deforms the 

u a ' -autmu >upH> „u m to k s k moti\e tome u> m c k erasing < i am to the 
coating chamber and which permits the coating solution to flow hack to the deformable coating 
supply container. 
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6. (original) The apparatus of claim 5 wherein the mechanism includes a holding chamber for 
idirsg ih i ning suppl ntainer a ivit which { ! > sh v sup] d an 

p} I 5k oat ng suppb < oni drier to force the coating solution to How from the 

containei >« c « ng ci an be? ok vhercin the coating solution is permitted to flow from the 
coatin ! nber to t «. rraable coat ig supply container by a decrease o fink pressure 

7. (original) The apparatus of claim 5 wherein the mechanism includes a plate for applying a 
force to an exterior surface of the deformable container to force the coating solution from the 

c * i k d i k i i kin ich that the iti oluuon flows 

hack to the container (root the coaling chamber. 

8. (original) The apparatus of claim 3 and bather including a valving mechanism that cooperates 
with the fluid connection to regulate flow from the coating chamber to the coating supply 
container. 

9-16. Cancelled 

S ?. (previously presented) An apparatus for coating a workpiece with a coating solution, the 
apparatus ct>np:'MU c 

a coating chamber in which the workpiece is coated; 

a collapsible coating solution supply container for supplying the coating solution 

to the coating chamber; 
a fluid connection fluidiy connecting the coating chamber and the collapsible 

coating solution supply hag such that the coating solution is flowable back 

and forth between the coating chamber and the collapsible coating solution 

supply bag; and 

wherein the collapsible coating solution supply container is posibonahk to a first 
elevation in relation to the coating chamber that results irs the coating 
solution -flowing to the coating chamber. 



18. » e appa tus * claim 7 wherein the < llapsilde coating soluti iuppl) >u is 

1 ta manipalation. 

19. (canceled} 

20. (previously presented) The apparatus of claim 17 wherein the collapsible coating solution 
supply container is positionable to a second elevation that results in the coating solution flowing 
irotn he coatin » at foe? to the collapsible coaling solution supply container. 

21. 0'-h;ukus ; ic arpat'utus of chum 17 and further including a mechanism thai collapses the 
co I rpsibk co ttin - supj \ co itainct to pros ide motive force to move the coating solution to the 
coating chamber and which permits the coating solution to flow back to the collapsible coating 
solution supply comatner, 

22. (original) The apparatus of claim 21 wherein the mechanism includes a chamber tor holding 
the collapsible coating solution supply container into which fluid pressure is supplied and applied 
to the collapsible coating solution supply container to force coating solution to flow from, the hag 
to the coating chamber, and wherein the coating solution is permitted to flow from the coating 

vO s otv ;\ . . ut utiou suppl) contains by a decrease of pressure. 

23. tori s < t 1 pa atus ot claim 21 wherein the mechanism includes a plate for applying a 
force to an exterior surface of the collapsible container to force coating solution from the 
container to the coating chamber, the plate being retractable such thai the coating solution flows 
hack to the container from the coating chamber. 

24. o>s>< o * - j|> o\ ut r od nL n.luduk iwu ndwiiMn tlmi 

v x ! nneet o regulate How from Ik o at hamK $p i >l 

coaling supply container. 

25-38. Cancelled 
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